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COATED WEBBING

Webbing Products has completed its investment in production

QUALITY ASSURED

capacity to provide their local and export customer base with a

quality coated webbing solution. This is in response to increasing

_ o _ ) High quality materials and superior manufacturing
demand to service this industrial market segment. Extensive

rocesses allow for a world class product performance
research and development has been conducted to ensure the P P P

which is supported by the company’s ISO 9001:2015 quality

coated webbing meets international specifications and provides

the necessary performance characteristics required by differing management system. This ensures the key properties of

end use applications. coated webbing and provides peace of mind to our customers.

ACCREDITATION

Guslity Managemant
150 9001

Webbing Products is 1ISO 9001:2015 certified with
its quality management system key in producing
high quality products for global supply.




CONSTRUCTION

¢ The coated webbing is manufactured from ultra-high tenacity polyester
yarn and first grade coating emulsion to ensure a high quality webbing
which remains durable and versatile.

¢ The product is manufactured and tested to exacting international
standards and provides compliance and even coverage in terms of peel
test requirements.

¢ The melting point of the polyester utilised is 260°C. Working
temperatures range from -20°C to 150°C with peaks up to 200°C.

¢ While provided as standard in 4/mm 1.3 Ton and 2.4 Ton configurations,
a range of widths and tensile strengths are available to order.

o The coated webbing is normally supplied in 100m rolls with personalised
printing and branding available upon request. Longer lengths are
available to special order.

FEATURES & BENEFITS

WELDABILITY

The coated webbing can be welded utilising hot air, hot wedge or high
frequency welding while it can also be bonded using vinyl solvent
adhesives. The strength of the bond being measured in terms of the
peel testin accordance with ASTM D1876 and shear test in accordance
with ASTM D5868.

ABRASION RESISTANCE

The inclusion of a PVC coating significantly increases the natural
abrasion resistant characteristics of the polyester webbing resulting
in excellent abrasion resistant properties perfectly suited to a diverse
range of applications while maintaining the flexible nature of the
textile.

The coated webbing provides superior results and is tested to and
conforms to the requirements of ASTM D6770-2.

CONTACT DETAILS

Tel: +27 414845483 | Fax: +27 41484 6415
Email: sales@webbing.co.za | www.webbingproducts.com

INDUSTRY USES

e Tarpaulin side curtain support ® Mine netting and support
* Signage e Agricultural covers
e Tensile structures e Marquees and tents

e  Pool covers

STRENGTH

Break strength of the coated webbing is determined in accordance
with ASTM D6775-13 to ensure compliance to the required coated
webbing specification.

The coated webbing significantly exceeds the performance levels
required of the tear test conducted in terms of ASTM D2261-13.

INCREASED RESISTANCE

The coating increases ultra violet resistance, water resistance and
resistance to chemical and oil contaminants.

UV resistance is tested in accordance with AS 1891.

EASE OF USE
Coated webbings are strong and durable while maintaining the
flexible and lightweight nature of textiles.

The purpose of this document is to detail specifications, test results and
limits of the coated webbing. As such, the information provided is only
relevant to use within the product design and may not be relevant should
the product be utilised in any improper manner.



