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PERFECTED TECHNOLOGY WITH
PROVEN PERFORMANCE

SAFETY WEBBING

Webbing Products is a major supplier of safety webbings which are designed and developed to surpass stringent
international requirements for fall prevention and protection as well as recognised benchmarks for personal protection
equipment. While made to enhance the safety of the user, the webbing offers comfort and practicality as well.

THE SAFETY WEBBING RANGE INCLUDES:
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CONSTRUCTION:

Our extensive range of safety harness webbings are
manufactured from ultra-high tenacity polyester
yarns, utilising compact weave patterns to provide
superior system strengths while remaining durable,
versatile and easy to use.

Safety harness webbings provide a suitable, practi-
cal and vital component in the manufacture of safety
critical harnesses.

Webbing Products can provide the ideal safety
harness webbing to suit any harness requirements.
Harnesses using our webbings are easy to operate,

comfortable to wear and provide the correct safety
requirements for a safe, efficient work environment.

Safety harness webbings supplied by Webbing
Products exceed stringent international requirements
and provide a high-quality application for end use
applications including height safety, fall arrest
systems and racing harnesses.

Safety harness webbing can be custom produced to
suit individual customer requirements.

Specialised finishing equipment is utilised to provide
a wide range of colours to meet customer requirements.




e Tear webbing utilises superior strength and
excellent elongation properties provided by its
unique design, to ensure an ability to withstand
high impact pressure thus preventing serious
injury during a fall.

¢ The Webbing Products’ range of tear webhing
lends itself to a variety of applications where
shock is to be absorbed in a controlled manner.
The fall is not stopped abruptly, thus minimising
injury with gradual deceleration taking place as
the progressive tearing of the webbhing irreversibly
absorbs the kinetic energy of the fall.

CONSTRUCTION:
TEAR WEBBING

e Tear webbing is made from two woven pieces,
interwoven face-to-face along a partial length, to
form and absorbing pocket.

While the majority of safety webbings applications
are manufactured utilising ultra-high tenacity
polyester yarn, several speciality yarns are also
available to order. These include the following to
provide for specialised end user applications:

* Polyamide
o Kevlar®
¢  Nomex®

The range of safety webbings are used in the
manufacture of a diverse end user product
applications, which includes:

Height safety

Fall arrest and protection
Rescue

Work positioning
Restraint access
Parachutes

Crash safety

Specialised finishes are available to provide

additional performance characteristics to the safety Acc R E D ITAT' 0 N
webbings as follows:

Flame retardency Webbing Products is IS0 9001:2015 certified with | =
¢ Chemical resistance its quality management system key in producting
©  Anti-static high quality products for global supply.




Qi

L
(s
(IO
1] | 1

SAFETY HARNESS WEBBING

SUPERIOR STRENGTH FACTORS

The safety harness webbings are manufactured from
ultra-high tenacity man-made fibers which ensure
reliability and conformity in terms of customer applications
and are available in a range of break strengths.

While maintaining the strength characteristics required,
the textile webbing is soft to the touch providing a flexi-
ble safety harness, ensuring freedom of movement
when worn by the end user.

HIGH ABRASION RESISTANCE

The natural abrasion resistance of polyester yarn,
together with compact weave patterns, ensures the
high abrasion resistance of the safety harness web-
bings. This allows for a long-lasting life span for the end
application as well as contributing to an easier user
experience.

CONTACT DETAILS
Tel: +27 41484 5483 | Fax: +27 41484 6415

Email: sales@webbing.co.za | www.webbingproducts.com

QUALITY ASSURED

High quality materials and superior manufacturing processes
allow for a world class product perfermance which is supported by
the company’'s ISO 9001:2015 quality management system,
vigorous in-house testing as well as industry testing facilities. This
ensures compliance to stringent quality standards and peace of
mind to our customers. Comparative testing confirms the superior
performance of the safety webbing and its performance criteria
when measured against the relevant specifications.

UV RESISTANCE

Polyester is highly resistant to ultra violet light, providing an
ideal yarn choice for outdoor applications requiring long
lasting strength and longevity.

EASE OF USE

A tightly woven webbing provides for ease of assembly and
ensures a webbing that slides through the safety hamess
hardware without snagging. This results both in increased
productivity during manufacture as well as increased
longevity and quality of the end product.

TEAR WEBBING

ENERGY ABSORPTION

Maximum energy absorption is enabled through its unique
design, ultra-high tenacity yam and superior strength
factors provided by proprietary production techniques.

INJURY PREVENTION

With the tear webbing designed to ensure no rebound
effect, potential injury to a user of a safety harness is
minimised due to a reduction in the forces applied to the
body during deceleration.

The purpose of this document is to detail specifications, test results and
limits of the cure wrap tapes range. As such, the information provided is
only relevant to use within the product design and may not be relevant
should the product be utilised in any improper manner.
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PRODUCT WIDTH BREAK BREAK POPULAR NATURAL | STIFFENED | PIGMENTED DYED
DESCRIPTION (INCHES) STRENGTH STRENGTH COLOUR
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SAFETY HARNESS WEBBING

C2123 Polyester Safety Harness Webbing 44 13/4 2200 4850 Flat Lime o o
C1485 Polyester Safety Harness Webbing 50 2 2400 5290 Pebble Weave  Emerald Green o o
C1828 Polyester Safety Harness Webbing 25 1 2500 5510 Flat Red o o
C0837 Polyester Tubular Safety Harness Webbing 25 1 2550 5620 Tubular Lime . .
C0815 Polyester Safety Harness Webbing 75 3 2600 5730 Flat Black . .
C2062 Polyester Safety Harness Webbing 12 25/6 2700 5950 Flat Black .
C2124 Polyester Safety Harness Webbing 45 17/9 2800 6170 Flat Lime D o
C2125 Polyester Safety Harness Webbing 45 17/9 2800 6170 Flat Light Blue o D
C2126 Polyester Safety Harness Webbing 45 17/9 2800 6170 Flat Fluorescent Orange . o
C1970 Polyester Safety Harness Webbing 35 13/8 3000 6610 Flat Pantone Green . .
C2043 Polyester Safety Harness Webbing with 3 reflective ID lines 44 13/4 3000 6 600 Plain Olive .
C0934 Polyester Safety Harness Webbing 45 17/9 3000 6610 Flat Red . .
C1971 Polyester Safety Harness Webbing 48 18/9 3000 6610 Flat Pantone Green . .
C2136 Polyester Safety Harness Webbing a4 13/4 3200 7050 Flat Yellow o o
C2137 Polyester Safety Harness Webbing 44 13/4 3200 7050 Twill Black .
C2205 Polyester Safety Harness Webbing with 2 Reflective Stripes 48 18/9 3200 7050 Flat Dark Grey . o
C2035 Polyester Safety Harness Webbing 45 17/9 3400 7490 Flat Black . .
C1889 Polyester Safety Harness Webbing 45 17/9 4000 8810 Flat Red ° o
C2229 Polyester Safety Harness Webbing 45 13/4 2200 4840 Pebble Weave  Lime o
C2329 Polyester Safety Harness Webbing with dual side reflective ID lines 45 13/4 3200 7040 Plain Black D
C2330 Polyester Safety Harness Webbing 45 13/4 3200 7040 Plain Black o
TEAR WEBBING

C2117 Nylon Tear Webbing 30 11/6 100 220 Twill Natural .

C1983 Polyester Tear Webbing 48 18/9 100 220 Twill Natural o

C1999 Polyester Tear Webbing 50 2 100 220 Twill Natural o

C2225 Polyester Tear Webbing 50 2 100 220 Twill Natural D

C2474 Nylon Tear Webbing 45 13/4 140 308 Twill Natural o



